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PERKINS
GENERATOR

Perkins:

Powered by well-known Perkins engine made in UK

Vibration isolators between the engine , alternator and base

Deepsea DSE6020 or DSE7320 controlller with AMF function, ComAp for option
Lockable battery isolator switch

Excitation system: self-excited (PMG for option)

Equipped with circuit breaker (CHINT , ABB and LS for option)

Integrated wiring design

Base fuel tank for at least 8 hours running ( standard for 500KVA below, option for 500KVA above )
Equipped with an industrial muffler

50 degree radiator

Top lifting and steel base frame with forklift holes

Drainage for fuel tank

Complete protection functions and safety labels

Auto transfer swtich and Paralleling switchgear for option

Battery charger, water jacket preheater, oil heater and double air cleaner etc. for option
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Model Prime Power Dower ENGINE ALTERNATOR Controller Dimension & Weight

KW KVA KW  KVA Perkins Stamford ~ Meccalte Wattek DEEPSEA e ey | lerean ™| raticon
TNPS-10 7.2 9 8 10 403A-11G PI044E | ECP28 2VS4A | WHI164B 1200*700*1100 1200*700*1100 | 450 1700*850%1100 650
TNPS-13 10 | 125 | 104 13 403A-15G 1 P1044F ECP28 0S4A | WHI164C 120070071100 12007001100 | 450 1700785071100 650
TNPS-15 12 15 12 15 403A-15G2 P1044G ECP28 S4A | WHI164D 1200*700*1100 12007001100 | 450 1700*850"1100 650
TNPS-22 16 20 7.6 22 404A-22G P1144D ECP28 M4A | WHI184ES | 1400*700*1100 14007001100 | 550 1900*850*1100 750
TNPS-33 24 30 26.4 33 1103A-33G PI144G | ECP28 VL4A | WHI184G 170080071250 | 1700780071250 | 730 2280795071510 950
TNPS-50 36 45 40 50 1103A-33TG1 Pl144K | ECP32 354B | WHI224C 1700*800*1250 | 1700*800*1250 | 800 2280%950*1510 1000
TNPS-66 48 60 52.8 66 1103A-33TG2 UCI224E | ECP32 2M4B | WHI224E 1700*800*1250 | 1700*800*1250 | 880 228079501510 1100
TNPS-72 92 65 57.6 72 1104A-44TG1 UCI224F | ECP32 3L4B | WHI224E 1900*800*1250 | 1900*800*1250 | 980 25007950*1510 1300
TNPS-88 64 80 70.4 88 1104A-44TG2 UCI224G | ECP34 1S4A | WHI224F 1900*800*1250 | 1900*800*1250 | 980 250079501510 1300
TNPS-110 | 80 100 83 110 1104C-44TAG2 | UCI274C | ECP34 254A | WHI274C 1900780071250 | 1900780071250 | 1100 [ 250079501510 1450
TNPS-150 | 109 | 136 120 150 1106A-70TG1 UCI274E | ECP34 1L4A | WHI274ES | 2300*900%1550 | 2300*900*1550 | 1350 | 3100*1100*1610 1800
TNPS-165 | 120 | 150 132 165 1M06A-70TAG2 | UCI274F | ECP34 2L4A | WHI274E 230079001550 | 2300*900*1550 | 1400 | 3100*1100*1610 1850
TNPS-202 | 148 | 185 162 | 202 1M06A-70TAG3 | UCI274G | ECO38 154A | WHI274G | 25009001600 | 2500*900*1600 | 1500 [ 3100%1200*1610 1950
TNPS-228 | 166 | 208 182 | 228 1106A-70TAG4 | UCI274H | ECO38 254A | WHI274H 25009001600 | 2500*900*1600 | 1500 | 3100*1200*1610 | 2100
TNPS-250 | 180 | 225 | 200 | 250 1506A-E88TAG2 | UCDI274J | ECO38 3S4A | WHI274J 26007950*1700 | 2600*950*1700 | 1950 | 3600*1200*2050 | 2800
TNPS-275 | 200 | 260 | 220 | 275 1506A-EB8B8TAG3 |UCDI274K | ECO38 1L4A | WHI274K 26007950*1700 | 2600*950*1700 | 1950 | 3600*1200"2050 | 2800
TNPS-330 | 240 | 300 | 264 | 330 1506A-EB88TAGS | HCI444D | ECO38 2L4A | WHI14D 3000*1100*1700 | 3000*1100*1700 | 2600 | 4200*1300*2250 | 3600
TNPS-385 | 280 | 350 | 308 | 385 | 2206C-E13TAGZ | HCI444E | ECO38 3L4A | WHI4FS 3300*1140*2200 | 330011402200 | 3300 | 4300*1600*2250 | 4700
TNPS-440 | 320 | 400 | 352 | 440 | 2206C-E13TAG3 | HCI444F | ECO40 1S4A WHI4G 3300"1140*2200 | 3300"1140*2200 | 3300 | 4300*1600*2250 | 4700
TNPS-500 | 364 | 455 | 400 | 500 | 2506C-E15TAG1 | HCI544C | ECO40 254A | WHI15C 3500*1400*2200 | 3500*1400*2200 | 3800 | 4600*1700*2370 | 5300
TNPS-550 | 400 | 500 | 440 | 550 | 2506C-E15TAG2 | HCI544D | ECO40 3S4A | WHI15D 3500714002200 | 3500%140072200 | 3800 | 4600170072370 | 5300
TNPS-660 | 480 | 600 | 528 | 660 | 2806A-E18TAG1A| HCI544E |ECO40 1.5L4A | WHIM5E 3500*1600*2200 | 3500*1600*2200 | 4600 | 4600*2100*2450 | 5800
TNPS-715 | 520 | 650 | 572 | 715 | 2806A-E18TAG2 [HCI544F-S| ECO40 2L4A | WHIMSFS | 3500160072200 | 3500*1600*2200 | 4600 | 4600*2100*2450 | 5800
TNPS-825 | 600 | 750 | 660 | 825 4006-23TAG2A V16348 | ECO40 VL4A WHI6B 4000180072450 | 4000180072450 | 6100 | 5500*2100"2450 | 7700
TNPS-880 | 640 | 800 | 704 | 880 4006-23TAG3A | VI634C | ECO43 1S4A WHI6C 4000718002450 | 4000*1800*2450 | 6100 | 5500*2100*2450 | 7700
TNPS-990 | 720 | 900 | 792 | 990 4008TAG1A LVI634D | ECOA43 2S54A WHI6D 4750*2100%2250 | 4750%2100*2250 | 7500 | 5800*2000*2450 | 10000
TNPS-1125| 800 | 1000 | 900 | 1125 4008TAG2A VIB34E | ECO43 1M4A WHIGE 4750*2100%2250 | 4750*2100%2250 | 7500 | 5800*2000*2450 | 10000
TNPS-1238| 900 | 1125 | 990 | 1238 4008-30TAG3 LVI634F | ECO43 2M4A WHIBF 4500*1800*2250 | 4500*1800%2250 | 9900 | 5800*2000*2450 | 12400
TNPS-1375|1000| 1250 | 1100 | 1375 | 4012-46TWG2A | LVI634G | ECO43 2L4A WHIBG 4500718002250 | 4500718002250 | 9900 20" container 12400
TNPS-1500({1080| 1350 | 1200 | 1500 | 4012-46TWG3A PI734B | ECO43 VL4A WHI7B 4500*1800*2250 | 4500*1800*2250 | 10700 20" container 13200
TNPS-1650(1200| 1500 | 1320 | 1650 4012-46TAG2A PI734C | ECO46 1S4A WHI7C 4500*1800*2250 | 4500*1800*2250 | 10700 20" container 13200
TNPS-1875(1402 | 1752 | 1500 | 1875 4012-46 TAG3A P1734D | ECO46 254A WHI7D 520021002650 | 5200*2100*2650 | 10700 40" container 15700
TNPS-2200(1600| 2000 | 1760 | 2200 4016 TAG2A PI734F ECO46 1L4A WHI7F 5200*2100*2650 | 5200*2100*2650 | 11700 40" container 16700
TNPS-2200|1600 | 2000 | 1760 | 2200 4016-61RTG2 PI734F ECO46 1L4A WHI7F 5200*2100*2650 | 5200*2100*2650 | 11700 40" container 16700
TNPS-2500(1760| 2200 | 2000 | 2500 4016-61RTG3 PI734G |ECO46 1.5L4A | WHI/G 520021002651 | 5200*2100*2651 | 13000 40" container 17700

Note:

All ratings are for guidance only, please refer to the specific genset technical date sheet for final power ratings.

All ratings date is based on operation under 1ISO8528, 1ISO3046 conditions using typical fan sized and drive ratios.

Priming Power=Power at available load in line of main power network. An overload 10% permitted for one hour in every twelve hours of operations.

Standby Power=Power available at a variable load in the event of a main power network failure up to to a maximum of 500 hours per year. No over load is permitted.

Rated power factor:0.8
Available in the following voltage: 380V/220V, 400V/230V, 415V/240V, 440V/254V.
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All ratings are for guidance only, please refer to the specific genset technical date sheet for final power ratings.

All ratings date is based on operation under 1IS0O8528, 1SO3046 conditions using typical fan sized and drive ratios.

Priming Power=Power at available load in line of main power network. An overload 10% permitted for one hour in every twelve hours of operations.

Standby Power=Power available at a variable load in the event of a main power network failure up to to a maximum of 500 hours per year. No over load is permitted.
Available in the following voltage:127V/220V,132V/230V,220V/380V,254V/440V,266V/460V,277V/488V

Model Prime Power Dewar ENGINE ALTERNATOR Controller Dimension & Weight

KW KVA KW  KVA Perkins Stamford Meccalte Wattek ~ DEEPSEA i e [ e
TNPS-12 9 11 10 12 403D-11G PI0O44E | ECP28-2VS4A | WHI164B DSE6G020 1200*700"1100 | 450 1700785071100 650
TNPS-18 13 16 14 18 403D-15G P1044G ECP28-0S4A WHI164C DSEG020 1200*700*1100 | 450 1700"850*1100 650
TNPS-26 19 24 21 26 404D-22G P1144D ECP28 M4A/4 | WHIT84ES | DSEG6020 1400*700*1100 | 550 1900*850*1100 750
TNPS-35 26 33 28 39 404D-22TG P1144G ECP28 VL4A WHI184F DSE6020 1400*700*1100 | 550 1900*850*1100 750
TNPS-40 29 36 32 40 404D-22TAG P1144G ECP28 VL4A WHI184G DSE6020 1400*700*1100 | 600 1900*850*1100 800
TNPS-39 28 35 31 39 1103A-33G P1144G ECP28 VL4A WHI184G DSEGB020 1700780071250 | 750 | 2280795071510 950
TNPS-60 43 54 48 60 1103A-33TG1 Pl144K ECP32 354B WHI224C DSE6020 1700*800*1250 | 800 | 2280*950*1510 1000
TNPS-75 48 60 60 7o 1103A-33TG2 UCI224E | ECP32 2M4B WHI224D DSE6020 17008001250 | 880 | 22807950*1510 1100
TNPS-71 51 64 of 71 1104D-44TG1 UCI224E | ECP32 2M4B WHI224D DSE6G020 1900780071250 | 980 | 25007950*1510 1300
TNPS-84 61 76 67 84 1104A-44TG1 UCI224F | ECP32 2M4B WHI224E DSEG020 1900*800*1250 | 980 | 2500*950*1510 1300
TNPS-81 59 74 65 81 1104D-E44TG1 UCI224F | ECP32 2M4B WHI224E DSE6020 1900*800*1250 | 980 | 25007950*1510 1300
TNPS-100 | 73 91 80 100 1104A-44TG2 UCI224F | ECP32 3L4B WHI224F DSEGB020 1900*800*1250 | 1050 | 25007950*1510 1400
TNPS-100 | 73 91 80 100 1104D-E44TAG1 UCI224F | ECP32 3L4B WHI224F DSE6020 1900*800*1250 | 1050 | 25007950%1510 1400
TNPS-125 | 90 | 113 | 100 | 125 1104D-E44TAG2 UCI274C | ECP34 2S4A WHI274C DSE6020 1900780071250 | 1100 | 250079501510 1450
TNPS-125 | 90 | 113 | 100 | 125 1104C-44TAG2 UCI274C | ECP34 254A WHI274C DSEG020 1900*800*1250 | 1100 | 25007950*1510 1450
TNPS-168 | 122 | 163 | 134 | 168 1106A-70TG1 UCI274E ECP34 1L4A | WHI274ES | DSE7320 23009001550 | 1350 | 3100*1100*1610 | 1800
TNPS-188 | 136 | 170 | 150 | 188 1106A-E70TAGZ2 UCI274E | ECP34 2L4A WHI274E DSE7320 2300790071550 | 1400 | 3100*1100*1610 | 1850
TNPS-197 | 143 | 179 | 157 | 197 1106D-E70TAG2 UCI274F ECP34 2L 4A WHI274F DSE7320 23009001550 | 1400 | 3100*1100*1610 | 1850
TNPS-210 | 1563 | 191 168 | 210 1106D-E70TAG3 UCI274F ECP34 3L4A WHI274F DSE7320 25009001600 | 1500 | 3100*1200*1610 | 1950
TNPS-218 | 158 | 198 | 174 | 218 1106A-70TAG3 UCI274F ECP34 3L4A WHI274G DSE7320 250079001600 | 1500 | 3100*1200*1610 | 1950
TNPS-240 | 175 | 219 | 192 | 240 1106D-E70TAG4 | UCI274G | ECO38 1S4A | WHI274G DSE7320 25009001600 | 1500 | 3100*1200*1610 | 2100
TNPS-275 | 200 | 250 | 220 | 275 1506A-EB8TAGZ2 UCI274H | ECO38 254A WHI274H DSE7320 26007950*1700 | 1950 | 360012002050 | 2800
TNPS-310 | 225 | 281 | 248 | 310 1506A-E88TAG3 | UCDI274J | ECO38 3S4A WHI274K DSE7320 260079501700 | 1950 | 3600*1200*2050 | 2800
TNPS-344 | 250 | 313 | 275 | 344 1506A-EB8TAG4 HCI444C | ECO38 1L4A WHI4D DSE7320 | 3000*1100*1700 | 2600 | 4200*1300*2250 | 3600
TNPS-372 | 270 | 338 | 298 | 372 1506A-E88TAGS HCI444D | ECO38 2L4A WHI4D DSE7320 | 3000"1100*1700 | 2600 | 4200130072250 | 3600
TNPS-440 | 320 | 400 | 352 | 440 2206C-E13TAG2 | HCI444ES | ECO38 3 L4A WHI4ES DSE7320 | 330011402200 | 3300 | 430016002250 | 4700
TNPS-482 | 350 | 438 | 386 | 482 2206C-E13TAG3 | HCI444FS | ECO40 1S4A WHI4F DSE7320 | 3300*1140*2200 | 3300 | 4300*1600*2250 | 4700
TNPS-550 | 400 | 500 | 440 | 550 2506C-E15TAG1 HCI544C | ECO40 254A WHI4G DSE7320 | 3500*1400*2200 | 3800 | 4600*1700*2370 | 5300
TNPS-626 | 455 | 569 | 501 626 2506C-E15TAG2 HCI544C | ECO40 3S4A WHISD DSE7320 | 3500*1400*2200 | 3800 | 4600*1700*2370 | 5300
TNPS-688 | 500 | 625 | 550 | 688 | 2806C-E18TAG1A | HCI544D | ECO40 1L4A WHISES DSE7320 | 3500716002200 | 4600 | 4600210072450 | 5800
TNPS-825 | 600 | 750 | 660 | 825 4006-23TAG2A HCI544F | ECO40 1.5L4A WHISF DSE7320 | 400018002450 | 6100 | 5500*2100*2450 | 7700
TNPS-925 | 673 | 841 | 740 | 925 4006-23TAG3A LV1634B ECO40 VL4A WHI6B DSE7320 | 4000*1800*2450 | 6100 | 5500*2100*2450 | 7700
TNPS-1100| 800 | 1000 | 880 | 1100 4008TAGZ LVI634D | ECO43 1S3A WHI6D DSE7320 | 475072100%2250 | 7500 | 5800*2000*2450 | 10000
TNPS-1375|1000| 1250 | 1100 | 1375 | 4012-46TWG2A LVI634F | ECO43 1M4A WHIGF DSE7320 | 4500%1800*2250 | 9900 20" container 12400
TNPS-1500( 1100 | 1375 | 1200 | 1500 4012-46 TWG3A LVI634G | ECO43 2M4A WHIBG DSE7320 | 4500*1800*2250 | 10700| 20" container 13200
TNPS-1650(1200| 1500 | 1320 | 1650 4012-46TAG2A PI734A ECO43 2L4A WHI7B DSE7320 | 4500*1800*2250 [ 10700 20" container 13200
TNPS-1875|1364 | 1705 | 1500 | 1875 4012-46 TAG3A PI734C ECO43 VL4A WHI7C DSE7320 | 5200721002650 | 10700| 40" container 15700

Note:
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